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BLACKFISH XXH flexible hose  

NS9416:2013 approved for landbased fish farming. 

Transparent hose specially designed for the fish farming industry, featuring a thicker reinforced spiral for increased vacuum 
and pressure resistance. Also well suited for conveying abrasive dust, cement, cereal grains, sugar and other granular        
materials. Ideal for use in high-humidity environments. 

Excellent resistance to hydrolysis, microorganisms, oils, chemicals, abrasion and wear. 

Constructed with a polyether-polyurethane wall, reinforced with a rigid, impact-resistant PVC helix. The PRO-coated PVC    

spiral ensures smooth and easy gliding across surfaces. 

Working temperature:  -40°C to +80°C. 

Technical data @ 20° C  

Product no. 
Int. diameter 

(mm) 
Ext. diameter 

(mm)   
Working pressure 

(bar) 
Vacuum          
(m H2O) 

Bending radius 
(mm) 

Weight       
(kg/m) 

Length          
(m)  

22-7281-52 152 na 2,2 6,5 180 2,8 20 

22-7281-60 160 na 2,0 6,0 210 3,2 30 

22-7282-20 203 na 1,5 5,5 400 4,6 12/20 

22-7282-54 254 na 1,0 5,0 500 6,2 12 

22-7283-05 305 na 1,0 4,0 600 7,5 12 


